LARYNGOSCOPE SET VIDEO ASSIST

MANUFACTURER: VERATHON MEDICAL
Manufacturer Model# 0270-0374
Manufacturer's PHONE: (425) 867-1348 FAX: (425) 883-2896

Manufacturer's Website: <verathon.com>

AAC 'L' ITEM NSN 6515-01-572-7262

UAs: 267C,308A, P301, P307, P308

USAMMA POC: Customer Relationship Management 301-619-1288/4301 - DSN 343-1288/4301
UNIT PRICE: $10,485.48

System Description: Video-assist laryngoscope designed for military operations in austere environments to
facilitate emergency intubation in minimal light. Complete set includes:

Features:

Laryngoscope

Stylet

90 minute battery source
Rechargeable lithium battery
AC power supply

Case

Operator manual

Training package

Built to military specifications for prehospital and EMS settings
Non-glare, anti-fogging color monitor

Provides a clear view of the airway, enabling quick intubation
Compact, portable, and rugged

Operational in seconds

3.5 in LCD color video monitor

60 degree blade angulation

Integrated cradle and cable design

Altitude limit: 20,000 ft.



LARYNGOSCOPE SET VIDEO ASSIST
PART # 0270-0374
NSN 6515015727262




GLIDESCOPE RANGER VIDEO MONITOR
PART # 0570-0186

B GLIDESCcoOPE®

Video Laryngoscopes

RANGER

Ranger and Ranger Single Use

User’'s Manual

LITERATURE OPERATOR HARD COPY
PART # 0900-2917
NSN NSN Not Required




RIGID STYLET
PART # 0803-0110
NSN 6515015888949

10 Pack NSN

REUSABLE LARYNGOSCOPE BLADE
PART # 0574-0018
NSN 6515015732460




Plug
Varies by
Country

MEDICAL POWER SUPPLY
PART # 0400-0065
NSN 6515015732290




GlideRite’ Rigid Stylet

For Endotracheal Intubation

‘ i Reusable (Non-Sterile)

(Part # 0803-0009 / 6 per package)

——

* Designed specifically for use with GlideScope’
Video Laryngoscopes

* Foruse in 6.0 mm & larger endotracheal tubes

A Attention: See instructions below prior to use:

1. Non-Sterile: Remove from tray & disinfect prior
to use (autoclavable).

2. The stylet should not protrude beyond the
endotracheal tube lumen.

3. The endotracheal tube should not be “precut.”

4. The endotracheal tube should be advanced off
of the stylet into the airway.

5. The thumb can be used to extract the stylet from
the endotracheal tube as shown in the figure to
the left.

GlideRite" Rigid Stylet - Reusable (Non-Sterile)

STYLUS INFOSHEET, PAGE 1
PART # 0900-2912-00-60




GlideRite"’ Rigid Sty|et Reusable (Non-Sterile)

(Part # 0803-0009 / 6 per package)

« Designed specifically for use with GlideScope® Video Laryngoscopes
+ For use in 6.0 mm & larger endotracheal tubes

Warnings

Wamings: not use if product appears damaged.

Do not clean iin chiorine solution. Stainkess steel does not resist chlorine in high concentrations

Limitation on Reprocessing: Stylet can withstand multiple autoclave cycles (up to 250 autoclave cycies or one year of use),
| Otherwise end of life is determined by wear or damage during use

.
Instructions
Point of Use: Prior to Use: Stylets are non-sterile. Prior to use, disinfect/sterilize stylet by one of the approved
_methods below. =
After Use: Rernove excess soil by wiping with disposable cloth or rinsing and brushing, and sterilize for
next use
Preparation for Cleaning; Recommended that instruments are reprocessed as soon as reasonably practical following use
Cleaning-Manual 1. Rinse excess soil from instrument

2. Using brugh, apply detergent, such as Manu-Klenz' or an enzymatic debridement agent such as
Medzyme to all surfaces.

Rinse under dean, running water for 1| minute

w

Disanfection: « Approved disinfection methods include:
Steris®, Metricide®, Sterrad®, Cidex” OPA ¢

Use in accordance with the disinfectan

andard, Accel Chemosterilant & High Level Disinfectant

wifacturer's Instructions.

Maintenance Other than proper cdleaning, and visual inspéction, none

nspection and Function Testing: | Visualty inspect for damage, wear or deformation. Do not use if stylet appears damaged.

Packaging Protect after disinfection/sterilization.

Sterilization Autociave
Using a mimimum 4 minute 132° C (270° F) pre-vacuum steam sterilization cycle

y mark clean stylets from unclean stylets.

Storage Segregate and dle

Manufacturer contact: See Ordering and Support Section below

Ordering & Support

To re-order this item, please contact Verathon Me dical Customer Care
Ph: 1.800.331.2313 / Fax: 425883 2895

Part # 0B803-0009
Description GlideRite" Rigid Stylet - Reusable (Non-Sterile), Aduht
Quantity 1 pack contains 6 rigid stylets (Stylets are only sold in packs of 6)

Corporate Headquarters 3 Verathon Medical (Canada) ULC

rth Creek Parkway we ias Road I

STYLUS INFOSHEET, PAGE 2
PART # 0900-2912-00-60




LARYNGOSCOPE SET VIDEO ASSIST
PHYSICAL & ENVIRONMENTAL SPECIFICATIONS

Item Dimensions Height (Inches) 6.6
Width (Inches) 6.8
Length (Inches) 1.9
Cube (Cubic Feet) 0.0493
Weight 1.25 Ibs
Ship Dimensions Height (Inches) 0
Width (Inches) 0
Length (Inches) 0
Cube (Cubic Feet) 0
Weight
Storage Temp 32to 113 °F
Operating Temp -4 to 122 °F
Storage Humidity 0-95% Relative Humidity
Operating Humidity 0-95% Relative Humidity
Amps 0.25
Watts 60

Power Requirements

100-240 VAC, 50-60 Hz, Single Phase

Notes

Ranger Video Monitor

320 x 240 pixel, 3.5in. LCD TFT Panel
Ranger GVL® 4, Reusable Larynoscope Blade
Tip to front of handle: 3.5 in.

Thickness (height) at camera: .57 in.

Width at camera: 0.75 in.

Blade length in front of camera: 1.9 in.

Max blade width in front of camera: 1.06 in.
Weight: 4.5 oz.




LARYNGOSCOPE SET VIDEO ASSIST
ACCESSORIES & CONSUMABLES - STARTUP

NSN Notes Nomenclature MFRPN [DISTPN | QTY | Ul Unit Price Total Price | Shelf

Verathon Life

Medical Mon.

6515015727262 Laryngoscope Set Video 0270-0374 1 EA  $10,485.48  $10,485.48 N/A

Assist

Awaiting NSN  Large Soft Bag with snaps  0800-0349 1 EA Incl w/NSN  Inclw/NSN  N/A
for GlideScope Ranger 7262 7262

6515015732290 Medical Power Supply 0400-0065 1 EA Incl w/NSN  Inclw/NSN  N/A
7262 7262

6515015732460 Reusable Laryngoscope 0574-0018 1 EA  Inclw/NSN  Inclw/NSN  N/A
Blade 7262 7262

6515015888949 See Additional  Rigid Stylet 0803-0009 1 EA Inclw/NSN  Inclw/NSN  N/A
Note Below 7262 7262

NSN Not Required Literature Operator 0900-1307- 1 EA Incl w/NSN  Inclw/NSN  N/A
06-20 7262 7262

NSN Not Required Literature Operator 0900-2917 1 EA Incl w/NSN  Inclw/NSN  N/A
Instructional Video CD 7262 7262

NSN Not Required Stylet Infosheet 0900-2912- 1 EA Incl w/NSN  Inclw/NSN  N/A
00-60 7262 7262

LARYNGOSCOPE SET VIDEO ASSIST
ADDITIONAL NOTE:

Start-up quantity or unit of issue is different from Resupply quantity/unit of issue.

LARYNGOSCOPE SET VIDEO ASSIST
WEB LINKS

Click Below for Literature, Operator Manual
<http://verathon.com/uploads/ProductMaterials/_gs/Ranger/0900-1307-06-20RangerManual.pdf>




