FURNACE DENTAL LAB ELEC PORTABLE

DISTRIBUTOR: DENTSPLY INTERNATIONAL INC.
MANUFACTURER: NEY DENTAL INTERNATIONAL
Distributor Model# 949-09-50
Manufacturer Model# 949-09-50
Distributor's PHONE: (717) 845-7511 FAX: (717) 767-8250
Manufacturer's PHONE: (717) 845-7511 FAX: (717) 767-8250

Distributor's Website: <http://www.dentsply.com>

Item Web Link:

<http://www.dentsplymea.com/content/miniglaze-2>

AAC 'L' ITEM NSN 6520-01-139-9221

UAs: 271A

USAMMA POC: Customer Relationship Management 301-619-1288/4301 - DSN 343-1288/4301
UNIT PRICE: $631.25

System Description: The MiniGlaze/2 compact porcelain furnace is suitable for office and laboratory air-fire
staining and glazing. The portable, lightweight unit can be set for an audible tone or an indicating light temperature-
ready signal; muffle temperature and temperature rise rate are automatically controlled. The furnace also features a
dual-scale pyrometer that shows temperatures in both Fahrenheit and Celsius.

Features: * 200 to 2,010 °F operating range
* Adjustable heat rate: 18 to 180 °F
* Small foot print
* Visual/Audio indicator: lights or sounds when at temperature
» Easy temperature calibration
* Fast cooling fiber muffle



FURNACE DENTAL LAB ELEC 300-2000 DEGREE FAHRENHEIT PORTABLE 120V 50-60 HZ AC
PART # 949-09-50
NSN 6520011399221
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FURNACE DENTAL LAB ELEC - PARTS DIAGRAM
PART # 949-09-50
NSN 6520011399221




FURNACE DENTAL LAB ELEC PORTABLE
PHYSICAL & ENVIRONMENTAL SPECIFICATIONS

Item Dimensions Height (Inches) 115
Width (Inches) 6.25
Length (Inches) 6
Cube (Cubic Feet) 0.2496
Weight 6 lbs
Ship Dimensions Height (Inches)

Width (Inches)

Length (Inches)

Cube (Cubic Feet)

Weight

Storage Temp

Operating Temp

Storage Humidity

Operating Humidity

Amps 5

Watts 720

Power Requirements 115 VAC, 50/60 Hz

Notes Furnace Maximum Operating Temperature: 2,010 °F

Temperature Display Accuracy:
+18 °F @ 1202 - 1832 °F (£ 10 °C @ 650 - 1000 °C)




FURNACE DENTAL LAB ELEC PORTABLE
ACCESSORIES & CONSUMABLES - STARTUP

NSN Notes Nomenclature MFRPN [DISTPN | QTY | Ul Unit Price Total Price | Shelf
Ney Dentsply Life
Dental Internation Mon.
Internation| al Inc.
al
6520011399221 Furnace Dental Lab Elec 949-09-50 1 EA $631.25 $631.25 N/A
Portable

Awaiting NSN  Door, Muffle Clear Vue 9490738 1 EA  Incl w/NSN Incl W/INSN  N/A

9221 9221
NSN Not Required Literature, Operator PC994009 1 EA Inclw/NSN  Inclw/NSN  N/A

F 9221 9221

FURNACE DENTAL LAB ELEC PORTABLE
WEB LINKS

Click Below for Operator Manual

<http://www.dentsplymea.com/sites/default/files/Miniglaze%6202%20-
2%6200wner%20and%6200perators%20Manual.pdf>




