
DIODE LASER SYSTEM

MANUFACTURER: IRIDEX CORPORATION

Manufacturer's PHONE: (650) 962-8100  FAX: (650) 962-0486

AAC  'J'  ITEM NSN  6540-01-393-2142

<http://www.iridex.com>Manufacturer's Website: 

                                    The OcuLight SLx is the industry standard infrared system and offers high performance for 

retinal photocoagulation and glaucoma procedures, including transscleral applications. It is designed for 

conventional and Minimum Intensity Laser Photocoagulation™ (MLP) procedures with its Tri-Mode™ capability, 

which allows three different laser energy delivery modalities:  

1. CW-Pulse™

2. MicroPulse™

3. LongPulse™

Its quick and easy adjustments, infrared wavelength, and wide choice of delivery systems provide the user with a 

broad spectrum of treatment options s particularly well suited for retinopathy of prematurity and end-stage 

glaucoma.

System Description:

•  	EndoProbe® handpieces

•  	TruFocus™ LIO

•  	Portable SLAs

•  	DioPexy™ probe

•  	G-Probe™

•  	Large-spot SLA

•  	LIO

•  	OMA

Features: 

USAMMA POC: Customer Relationship Management 301-619-1288/4301 - DSN 343-1288/4301

UNIT PRICE:  $39,656.25

Manufacturer Model#  12729-MIL-IR

<http://www.iridex.com/ophthalmology/oculight_sl_slx.html>

Item Web Link: 
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DIODE LASER SYSTEM

PART # 12729-MIL-IR

NSN 6540013932142

DIODE LASER PORTABLE 115V 50-60HZ AC 90W 4X12X12IN

PART # SLx SYSTEM
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LENS INDIRECT OPHTHALMOSCOPE WITH HEADBAND

PART # 13152-H

PROTECTIVE GOGGLES

PART # 10484
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PROBE, STRAIGHT

PART # 10562

PROBE, FLUTED

PART # 11473
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LENS INDIRECT OPHTHALMOSCOPE

PART # 10778

INFRARED LIO CABLE ASSEMBLY

PART # 10682
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PHYSICAL & ENVIRONMENTAL SPECIFICATIONS

DIODE LASER SYSTEM

  29 Height (Inches)

  13 Width (Inches)

  21 Length (Inches)

  4.5816 Cube (Cubic Feet)

  42 lbs Weight

  50 to 90 °F Storage Temp

  50 to 90 °F Operating Temp

  20 - 80% Non-Condensing Storage Humidity

  20 - 80% Non-Condensing Operating Humidity

115-230 VAC, 50/60 Hz Power Requirements

  0.8 Amps

  92 Watts

 Notes

 Item Dimensions

   Height (Inches)

   Width (Inches)

   Length (Inches)

   Cube (Cubic Feet)

 Ship Dimensions

   Weight
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DIODE LASER SYSTEM

NSN Notes Nomenclature QTY UI Unit Price Total Price Shelf 

Life 

Mon.

ACCESSORIES & CONSUMABLES - STARTUP

DIST PN  MFR PN   

Iridex 

Corporatio

n

 6540013932142 Diode Laser System 12729-

MIL-IR

1 EA $39,656.25 $39,656.25 N/A

 6515013864473 Endoprobe, 810 NM/532 

NM, 20 Gauge Straight

10562 1 6/PG Incl w/NSN 

2142

Incl w/NSN 

2142

N/A

 6515015411860 Endoprobe, 810 NM/532 

NM, 20 Gauge Fluted

11473 1 6/PG Incl w/NSN 

2142

Incl w/NSN 

2142

N/A

 6540013862973 Diode Laser Portable,  

115v 50/60HZ AC 90W 

4x12x12in

SLx 

System

1 EA Incl w/NSN 

2142

Incl w/NSN 

2142

N/A

 6540013862980 Ophthalmoscope Laser 

Indirect 400microns, Spot 

Sz115V50/60HZ AC25W 

w/Heine Headband

13152-H 1 EA Incl w/NSN 

2142

Incl w/NSN 

2142

N/A

 6540013862989 Lens Indirect 

Ophthalmoscope Laser, 20 

Diopter 50mm Dia W/Case

10778 1 EA Incl w/NSN 

2142

Incl w/NSN 

2142

N/A

 6540013937721 Case Diode Laser Sys Plas 

Carry-All

11552 1 EA Incl w/NSN 

2142

Incl w/NSN 

2142

N/A

 6540014865570 Goggles Laser 

Protective1sz Blk Case Incl

10484 1 EA Incl w/NSN 

2142

Incl w/NSN 

2142

N/A

 6540015475780 Cable Assembly Infrared 

For Portable Diode Laser

10682 1 EA Incl w/NSN 

2142

Incl w/NSN 

2142

N/A

 6540015584431 810NM  Zeiss Dove Tale 

Fix Filter 

10378 1 EA Incl w/NSN 

2142

Incl w/NSN 

2142

N/A

 7610015436723 Literature, Maintenance 

Manual

13192-EN 2 EA Incl w/NSN 

2142

Incl w/NSN 

2142

N/A

 7610015437003 Literature, Operation 

Manual

13173 2 EA Incl w/NSN 

2142

Incl w/NSN 

2142

N/A
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