OSCILLOSCOPE X-RAY SCOPEMETER

MANUFACTURER: FLUKE ELECTRONICS
Manufacturer Model# 199XRAY
Manufacturer's PHONE: (800) 443-5853 FAX: (425) 446-5116
Manufacturer's Website: <http://us.fluke.com/usen/home/default.htm>

Item Web Link:

<http://www.flukebiomedical.com/biomedical/usen/Biomedical-Test/Performance-Analyzers/199XRay.htm?P1D=54537>

AAC 'L" ITEM NSN 6625-01-598-3565

UAs: T500, T501, T502, TS03, T505

USAMMA POC: Customer Relationship Management 301-619-1288/4301 - DSN 343-1288/4301
UNIT PRICE: $4,765.60

System Description: The 199XRAY Medical ScopeMeter has all of the normal oscilloscope functions, as well as
the speed, performance, and analysis power for the more demanding applications. This high-performance
oscilloscope offers specifications found on top-end bench instruments. With up to 200 MHz bandwidth, 2.5 GS/s
real-time sampling, and a deep memory of 27,500 points per input, the 199XRAY is ideal for engineers who need
the full capabilities of a high-performance oscilloscope in a handheld, battery-powered instrument.

Features:

Up to 200 MHz bandwidth

Up to 2.5 GS/s real-time sampling

Connect-and-View™ automatic triggering for an instant stable waveform

Digital Persistence for analyzing complex dynamic waveforms similar to analog scopes
Fast display update rate for seeing dynamic behavior instantaneously

Automatic capture and replay of 100 screens

27,500 points per input record length using ScopeRecord™ mode

TrendPlot™ paperless chart recorder for trend analysis up to 22 days

Up to 1000 V independently floating isolated inputs

Waveform reference for visual comparisons and automatic pass/fail testing of waveforms
Vpwm function for motor drive and frequency inverter applications

1000 V CAT Il and 600 V CAT III safety certified

NOTE: LIN P43667



OSCILLOSCOPE X-RAY SCOPEMETER
PART # 199XRAY
NSN 6625015983565

HARD CASE
PART # C190




BATTERY PACK NIMH
PART # BP190

CHARGER, LINE VOLTAGE
PART # BC190




TEST LEAD SET, HARD POINT
PART # TL75

”

r 4

%

VOLTAGE PROBE, GREY
PART # VPS210-G
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VOLTAGE PROBE, RED
PART # VPS210-R

CABLE, INTERFACE
PART # OC4USB




SCOPEMETER SHOWN WITH BUILT IN TILT STAND

ACCESSORY KIT MEDICAL VIDEO
PART # MA190




OSCILLOSCOPE X-RAY SCOPEMETER
PHYSICAL & ENVIRONMENTAL SPECIFICATIONS

Item Dimensions Height (Inches) 2.5
Width (Inches) 6.7
Length (Inches) 10.1
Cube (Cubic Feet) 0.0979
Weight 4.4 lbs
Ship Dimensions Height (Inches)

Width (Inches)

Length (Inches)

Cube (Cubic Feet)

Weight
Storage Temp -4 to 140 °F
Operating Temp 32t0 122 °F
Storage Humidity 104 to 122 °F at 45%
Operating Humidity 50 to 88 °F at 95%
Amps
Watts 26.25

Power Requirements Battery voltage rating 7.2 VDC

Notes




OSCILLOSCOPE X-RAY SCOPEMETER
ACCESSORIES & CONSUMABLES - STARTUP

NSN Notes Nomenclature MFRPN |DISTPN | QTY | Ul Unit Price Total Price | Shelf
Fluke Life
Electronics Mon.
6625015983565 Oscilloscope X-Ray 199XRAY 1 EA $4,765.60 $4,765.60
Scopemeter
Awaiting NSN  Battery Pack, NiMH BP190 1 EA  Inclw/NSN  Inclw/NSN  N/A
3565 3565
Awaiting NSN  Cable, Interface 0C4UsB 1 EA Incl w/NSN  Inclw/NSN  N/A
3565 3565
Awaiting NSN  Charger Line Voltage BC190 1 EA Incl w/NSN  Inclw/NSN  N/A
3565 3565
Awaiting NSN  FlukeView ScopeMeter SWaow 1 EA Incl w/NSN  Inclw/NSN  N/A
Software 3565 3565
Awaiting NSN  Hard Case C190 1 EA Inclw/NSN  Inclw/NSN  N/A
3565 3565
Awaiting NSN  Test Lead Set, Hard Point TL75 1 EA Inclw/NSN Inclw/NSN  N/A
3565 3565
Awaiting NSN  Voltage Probe (200 MHz, VPS210-G 1 EA Incl w/NSN  Inclw/NSN  N/A
10:1), Grey 3565 3565
Awaiting NSN  Voltage Probe (200 MHz,  VPS210-R 1 EA Inclw/NSN  Inclw/NSN  N/A
10:1), Red 3565 3565
Awaiting NSN  Accessory Kit Medical MA190 1 EA Incl w/NSN  Inclw/NSN  N/A
Video 3565 3565
NSN Not Required Literature, Operator 1 EA Inclw/NSN  Inclw/NSN  N/A
3565 3565

OSCILLOSCOPE X-RAY SCOPEMETER
WEB LINKS

Click Below for Literature, Operator Manual
<http://assets.fluke.com/manuals/199XRAY _umeng0000.pdf>




